
TELEPHONE TALK TUBES

Installation Instructions
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PARTS required
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T1 x2  90mm x 90mm 
(with end cap)

x1 50mm dia 
tubing (10m approx.)

x4 jubilee clips

x2  (PRE-ASSEMBLED TELEPHONE TALK TUBES)

x8 (80mm brass screws)



TOOLS required
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Foundation Details
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TRENCH for HOSE 
(approx 250mm)

SOIL (150mm)

TIMBER SUPPORT POST

CONCRETE

NOTES: 
THE TRENCH REQUIRED WILL DEPEND ON 
THE POSITIONING  OF THE TALK TUBES - see 
individual installation plan
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Assembly Instructions
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Attach the T1 timbers to the TELEPHONE TALK TUBE 
assembly  Using FM80 ‘BRASS SCREWS’

REPEAT for the second TELEPHONE TALK TUBE

51mm from TOP OF TIMBER 
(not top of END CAP)

T1

TALK TUBE ASSEMBLY
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Assembly Instructions
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Attach the 50mm dia tubing to the ASSEMBLY
Using JUBILEE CLIPS - Use 2 either end to ensure

REPEAT for the second TELEPHONE TALK TUBE

NOTES: 
THE TRENCH REQUIRED WILL DEPEND ON 
THE POSITIONING  OF THE TALK TUBES - see 
individual installation plan


