
MOUND TUNNEL

Installation Instructions
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PARTS required
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x2 (PLAYTEC ENTRY PLATE)

x1 (600mm internal 
diameter MULTIWALL PIPE)

x4

x4

x4

x4

x8 (PLAYTEC TABS)

x4 (PLAYTEC ‘BRIDGES’)

T1

T2

T3

T4



PARTS required

TOOLS required
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x12 (FM80 BRASS SCREWS)

x100 (25kg bags of BALLAST)

x18 (25kg bags of CEMENT)

x8 (M12 100* cup square hex)

x8 (M12 Nylocs)



Foundation Details
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TIMBER SLEEPER POSTS

CONCRETE

GROUND LEVEL
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*BUILD UP THE TUNNEL BEFORE CONCRETE FOUNDATIONS



Surfacing Details
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= MINIMUM SPACE
= SURFACE AREA
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2

Assembly Instructions
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Slide the TUBE into the recess in the ENTRY PLATE

Insert the 4 x PLAYTEC TABS through the ENTRY PLATE
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Assembly Instructions
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3

4

Once positioned use the TABS as a guide to DRILL a hole 
through the TUBE

Push a CUP SQUARE BOLT through the tube 
Use a NYLOC to attach the TAB to the TUBE

NOTE: 
NYLOC WILL NOT REQUIRE A RED 
CAP - as the mound will be covered 
in CONCRETE and SURFACING



Assembly Instructions
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5a
REPEAT FOR THE REMAINING TABS

5b

THIS STEP MAY NOT BE REQUIRED (STEP 5b)

PLEASE BE AWARE - If the HOLE is positioned in a GROOVE 
use the PLAYTEC BRIDGES to ATTACH THE TABS
Use a NYLOC to attach the TAB to the TUBE and drill through the PLAYTEC BRIDGE

PLAYTEC BRIDGE



Assembly Instructions
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6
REPEAT STEPS        to        for the OPPOSITE PLAYTEC
ENTRY PLATE 

7
ENSURE THE ‘ENDS’ SIT FLAT on the GROUND
CIRCLED RED BELOW

1 5



Assembly Instructions
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9

10

Positoin the TUNNEL ASSEMBLY 
EITHER end on the entry plate sits in the CENTRE of the T4 timber

Attach the TUNNEL ASSEMBLY 
Using FM80 Brass Screws

T1 T2 T3
T3

T4
T4



Assembly Instructions
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11
USE ballast bags to ‘SHAPE’ the mound

ENSURE: 
BAGS MUST be placed under the 
TUBE SECTION

NOTE: 
THE HATCHED AREA shows APPROXIMATELY how the 
bags should be mounded

Dimensions are taken from GROUND level in the centre 
of the timbers 



Assembly Instructions
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12
With the ballast bags positioned CONCRETE THE MOUND
Using the 25kg bags of CEMENT

NOTE: 
The shaded black section shows the 
layer of CONCRETE approx. 40mm

(CUT AWAY VIEW )

THE MOUND MUST BE SURFACED -
this is depend on the individual project



Additional Drawings
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